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ALL WATER VALVES LOCATIONS SHALL BE PAINTED BLUE ADJACENT TO ITS LOCATION AND MARKED WITH A "V" ON THE CURB.  THE "V" SHALL BE SAWCUT OR STAMPED IN CURB NO CHISELING WILL BE ALLOWED. ALL BENDS AND TEES REQUIRE A MEGA-LUG STYLE LOCKING GLAND. CLASS "C" (3,600 PSI @ 28 DAYS) CONCRETE QUANTITIES AT EACH LOCATION AS DESIGNATED ON THE DRAWINGS OR AS DETERMINED FROM THE BLOCKING DETAILS AND TABLES. WHEN THE TRENCH OR EXCAVATION EXCEEDS 5' IN DEPTH, THE CONTRACTOR SHALL MEET OR EXCEED THE O.S.H.A. STANDARDS FOR TRENCH SAFETY PLAN. REFLECTIVE BLUE FIRE HYDRANT SPOTTERS SHALL BE INSTALLED AT ALL STREETS AT A POINT OPPOSITE FIRE HYDRANTS AND LOCATED ALONG THE CENTER LINE OF STREET, CLOSEST TO HYDRANT. WHEN HYDRANTS ARE LOCATED AT INTERSECTING CORNERS, BLUE SPOTTERS SHALL BE PLACED ON BOTH STREETS. ALL WATER METERS AND ASSOCIATED PARTS MUST BE 100% WATERWORKS BRASS. ALL CONNECTIONS AND ADAPTORS ARE TO BE NON SHEAR. ALL SERVICE SADDLES MUST BE 100% WATER WORKS BRONZE WITH DOUBLE STRAP TAPPING SADDLE. PREFERRED MANUFACTURERS ARE FORD, MUELLER, OR MCDONALD. ALL CLAMPS MUST BE STAINLESS STEEL AND SINGLE BAND. PREFERRED MODELS ARE SMITH-BLAIR 261 OR FORD FS1. ALL COUPLING MUST BE BOLTED STEEL. PREFERRED BRANDS ARE SMITH-BLAIR, FORD, JCM, OR APPROVED EQUAL. ALL SLEEVES MUST BE A DOMESTICALLY MANUFACTURED DUCTILE IRON AND COME WITH ALL ACCESSORIES. ALL HOT TAPS MUST BE MADE WITH A STAINLESS STEEL ONE OF THE FOLLOWING TAPPING SLEEVES: JCM-452-464, SMITH-BLAIR 663, MUELLER H-304. THE FOLLOWING ITEMS MUST BE 100% WATER WORKS BRASS: ADAPTERS, ALL THREAD NIPPLES, ANGLE STOPS, BUSHINGS, CAPS, COMPRESSION FITTINGS, CURB STOPS, ELLS, METER FLANGES, METER RE-SETTERS, METER SETTERS, METER SPUDS, METER YOKES, NIPPLES, PLUGS, REDUCERS, SINGLE CHECK VALVES, AND TEES. THE FOLLOWING ITEMS MUST BE DOMESTICALLY MANUFACTURED CAST IRON: VALVE BOX BOTTOM, VALVE BOX EXTENSION, VALVE BOX LID, AND VALVE BOX TOP. ALL PIPE FITTINGS SHALL BE DUCTILE IRON TYPE OF IRON IN ACCORDANCE WITH ANSI/AWWA C110/A21.10-03. ALL EXPENSE FOR TESTING TO BE BORNE BY THE CONTRACTOR.
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